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GEOLOGIE™ Installation

STEP 1
Using the flat side of a trowel to initiate the 
bond coat, firmly apply the setting material 
to the substrate.

STEP 2
With additional setting material, using a
1/4” x 1/4” square-notch trowel, comb
horizontal, full notches to establish the proper 
depth of the setting bed.

STEP 3
Using the flat side of the trowel, flatten the
notches to achieve a smooth, consistent 
setting bed approximately 3/16” thick.

STEP 4
Apply sheets into the setting bed (paper side 
towards you), using light even pressure to 
establish contact and eliminate any voids.

STEP 5
To achieve a uniform surface, tap lightly using
a wooden beating block and a hammer.

STEP 6
Prior to setting each sheet, check the setting 
bed for skinning (slight drying of the thin-set 
surface). If skinning occurs, remove thin-set 
and repeat steps 2 & 3. Apply each subsequent 
sheet so that grout joints line up and a 
consistent field is maintained.

STEP 7
To unify the tile surface from one sheet to
the next, use a wooden beating block and
hammer, again lightly tapping from one sheet 
to the next.

STEP 8
After 15-30 minutes (floors can be removed 
sooner) lightly wet paper several times over 
a 5-10 minute period.

STEP 9 
After water has absorbed into paper, the
glue will release from the mosaics. Peel paper
starting at the corner of the sheets. Removing
paper while the setting material is still in a
semi-fresh/flexible state allows for necessary
adjustments & reinspection of color consistency.

Caution: Do not use rubber floats or steel 
trowels for this step.
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GEOLOGIE™ Installation

STEP 10
Straighten individual tiles prior to final set 
with the goal of creating a consistent, overall 
field. Pay particular attention to the joints
between sheets to eliminate the sheet pattern. 
Push in all transparent glass tiles that have 
not achieved sufficient contact.

STEP 11
After waiting a minimum of 48 hours, use a
nylon brush and water, scrub residual paper 
and glue from the tile, followed by wiping 
clean with a damp sponge. Allow tile to dry 
prior to grouting.

STEP 12
Use standard-grade sanded grout. Mix grout 
per manufacturer’s instructions. Apply grout
with a rubber grout float, forcing the grout 
into the joints until full.

STEP 13
Allow grout joints to set up (turn dull) and 
smooth finish with a damp sponge. After
grout joints turn dull again, remove residue
with a lightly damp sponge and clean water.

Cure a minimum of 48 hours prior 
to cleaning.

TIPS 
➤ After 48 hours of curing, a cleaning solution 
such as liquid dish soap and warm water
or stone and tile stripper can be used for
final cleaning. For sealing or enhancing
recommendations contact sealer manufactures.

➤ ANSI Method A108.15-2005 (The Alternate 
Method) may also be used for installing
Geologie. When installing blends with
transparent or light transluscent glass using 
the Alternate Method the setting material 
and grout must be the same color.

Detail:
Bench wall: Geologie Merge Pattern in California 

Gold Slate and Fleet Blue Irid #027.  
Fire pit walls: Geologie 1”x2” Offset Joint Pattern 

in Indian Autumn Slate and Cane Irid #006.  
Top of fire pit: Facets 1/2”x1/2” in Fleet Blue Irid #027.

Photo: Bradley Girard
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Follow the TCNA’s specification for Swimming Pools TCA P601-07.
	 • 	 Concrete tanks shall be watertight. Cementitious sealers are
		  recommended for this purpose.
	 • 	 Cure mortar beds a minimum of 7 days prior to setting the 
		  glass tile with one of the acceptable setting systems found on
		  page 4 of this guide.
	 • 	 The ideal setting temperature range for latex modified setting
		  material is 50° – 90°F. Always shade the installation from direct
		  sunlight and wind using awnings or umbrellas.
	 • 	 Pools, spas and all submerged applications require a minimum
		  21-day cure time after grouting and before submersion or
		  exposure to heavy water use.

	 Movement Provisions
	 A flexible sealant, ASTM C-920 that is recommended for 
	 submerged applications, is required for pools between the
	 tile and the decking or coping, at all inside corners and
	 every 12’-16’ on center in the grout joint.

Pool Installations

cutting miters

The following information relates to proper installation materials and techniques for pools installed over concrete tanks with 
Oceanside Glasstile products.

Oceanside Glasstile’s trim pieces can be cut to meet jobsite dimensions.  This includes miter cuts for inside and outside corners.
Using the recommended equipment (see Cutting page 5) and standard tile cutting techniques, a professionally finished detail 
can be achieved.  The following example is for an 8” Casa California v-cap on an outside corner countertop application.

STEP 1
Using a miter gauge, align the v-cap at a
45-degree angle to the blade.  Position the
v-cap so that the long side of the miter will
be first into the blade, oriented in the same 
way as it will be installed.

STEP 2
Maintain the tile position and cut slowly with
steady, even pressure.  Adequate water flow 
will cool and lubricate the cut promoting a 
clean edge and extending blade life.

STEP 3 
Prior to installation, smooth the cut edges 
with a #120 lapidary stone or 220 thru 600 
PVA polishing pads. 

	 Always use the appropriate safety equipment when cutting Oceanside Glasstile.

Caution: Soil and corresponding engineering reports are
mandatory for all glass tile pools.
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New Installations
	 • 	 Wait to clean new installations for a minimum of 24 hours after
		  completing the grouting process.
	 • 	 After 24 hours remove loose dirt by vacuuming or sweeping.
	 • 	 Prepare a cleaning solution using warm water and a liquid
		  dish soap or a neutral pH cleaner. Thoroughly clean the glass
		  tile, including the grout joints, using a nylon scrub brush or
		  nylon scrub pad.
	 • 	 Rinse with clean water and towel dry. A second rinsing may
		  be needed.

Cement-based grout or setting material haze

	 Wait at least 10 days after grouting prior to applying the
	 recommendations below.

	 1.  	 Wait 10 days after the grout has been
			   installed then use a Sulfamic Acid 
			   cleaner such as C-Clean or Custom
			   Clean. Follow the manufacturer’s
			   directions using a nylon scrub brush
			   or nylon scrub pad.

	 2.  	 Rinse thoroughly with clean water and towel dry. A second rinsing
			   may be needed to completely remove the cleaning solution.

Latex-based smears
	 1. 	 Stone and tile strippers will work to clean latex smears not
			   removed by acid-based cleaners. Follow grout manufacturer’s 
			   cure times and directions prior to use.
	 2. 	 Rinse thoroughly with clean water and towel dry. A second
			   rinsing may be needed.

Sealing Recommendations
	 • 	 Sealers are beneficial for grout and natural stone; however,
		  they will not penetrate the glass tile due to the impervious
		  nature of glass. Consult grout manufacturers for their sealing
		  recommendations.
	 •	 To reduce the possibility of sealer smears, buff sealer off glass
		  tile with dry, clean towels before it dries.
	 • 	 Always test a product on your tile installation in an inconspicuous
		  area before treating the entire tile installation.
	 • 	 Protect surrounding non-tiled surfaces when using products 
		  recommended for tiled areas. Tile cleaning and maintenance 
		  products can adversely affect some materials such as metals,
		  woods, and other surfaces.
	 • 	 When using cleaning products always follow manufacturer’s 
		  directions and use personal protection equipment.

GENERAL CLEANING
	 • 	 Warm water and liquid dish soap or a neutral pH cleaner.
	 • 	 Tubs and showers: DESCUM Soap Scum Remover & Renovator.
	 • 	 Pools and water features: Descale-It Pool & Spa Cleaner.

Cleaning and Maintenance
When using cleaning products always follow manufacturer’s directions and use personal protection equipment.

TIP 
➤ Apply the solution 
and allow it to soak 
in for 3-5 minutes, 
re-apply and scrub.

Detail:
Elevations 1 1/4”x10” Extrados Field 
in Cane Irid #006.

Photo: Morris Gindi Photography
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Substrates
	 Q: 	 Is plywood a good setting surface for glass tile?
	 A: 	 No, although it is believed by some tile installers to be an
		  acceptable substrate, plywood’s high degree of expansion
		  and contraction makes it a poor choice with Oceanside 
		  Glasstile products.

	 Q: 	 Are drywall, sheet rock, green board or blue board acceptable
		  setting surfaces in DRY areas?
	 A: 	 Yes, traditionally Oceanside Glasstile recommends cementitious  
		  board units (CBU, Wonder Board, Hardi Backer) and wire-
		  reinforced mortar beds, cured 7 days prior to installation, for
		  most applications. For wall installations in interior DRY AREAS, 
		  drywall is widely accepted as a substrate; however, a professional  
		  evaluation should be made to ensure that the substrate is 
		  acceptable and the installation will not be subjected to moisture.

	 Q: 	 How long should concrete cure prior to installing Oceanside Glasstile?
	 A: 	 The tile industry minimum standard for concrete is 28 days.
		  For cold exterior and high moisture climates the cure times
		  can extend to 60 days or more.

Setting Materials
	 Q: 	 Are ceramic tile or marble mastics (organic adhesives)
		  appropriate for installing Oceanside Glasstile products?
	 A: 	 No, mastics result in very low bond strengths and consequently 
		  are not recommended for glass tile by most mastic manufacturers. 
		  In addition, discoloration and yellowing will occur behind
		O  ceanside Glasstile’s translucent glass tile within a short period
		  of time.

	 Q: 	 Can the setting material be tinted to change the overall 
		  appearance of my Oceanside Glasstile installation?
	 A: 	 Yes, however, this recommendation must come from the setting
		  material manufacturer as Oceanside Glasstile does not 
		  recommend altering another manufacturer’s products.

	 Q: 	 What are the advantages of flattening the notch lines in the 
		  thin-set bed as part of the setting process?
	 A: 	 Flattening the notch lines will reduce the possibility of visible
		  voids or air pockets in the setting bed behind the tile, and 
		  increase the overall bond strength.

Mosaic Installation
Tessera, Facets™, Ritual™, and Geologie™

	 Q: 	 Why does Oceanside Glasstile recommend tapping a wooden
		  beating block with a finish hammer on the paper faced mosaics
		  prior to removing the paper and making adjustments instead
		  of using metal trowels or grout floats for this purpose?
	 A: 	 Metal trowels and rubber floats have too much flexibility, which
		  can create an uneven surface.  The wooden beating block and
		  hammer method offers the best result for uniformity and bonding.
 
	Q : 	 How long should I wait to remove the paper?
	A : 	 About 15 - 30 minutes is normal depending on the climate 
		  and job site conditions. Removing the paper at this stage is 
		  very important for making the adjustments necessary to achieve
		  the highest quality mosaic installations.

	Q : 	 What is the recommendation for cleaning and sealing Geologie
		  Mosaic prior to grouting?
	A : 	 Clean the Geologie Mosaic using a stone cleaner, rinse
		  thoroughly and allow to dry 72 hours prior to following the 
		  sealer manufacturer’s recommendations.

Large Format Installation 
Casa California®, Haiku™, Elevations™, Ritual™ and Terrain™

	 Q: 	 What is the minimum acceptable spacing between large 
		  format glass tile?
	 A:  The minimum spacing  is 1/8” between tiles and all abutting surfaces.

Frequently Asked Questions

Alpha Professional Tools 
800-648-7229
www.alpha-tools.com

Custom Building Products 
800-272-8786
www.custombuildingproducts.com

Descale-it 
520-294-5676
www.descale-it.com

Flextile 
800-699-3623
www.flextile.net

Hydroment Bostik 
888-592-8558
www.bostik-us.com

KeraKoll 
39/0536-816-511
www.kerakoll.com 

Laticrete 
800-243-4788
www.laticrete.com

MAPEI 
800-426-2734
www.mapei.com

MK Diamond 
800-845-3729
www.mkdiamond.com

National Chemical Laboratories (DESCUM) 

800-628-2436
www.nclonline.com

Sikaflex
800-933-7452
www.sikaconstruction.com

TEC (H.B. Fuller)

800-323-7407
www.hbfuller.com

To locate the required setting materials and recommended products please contact the manufacturers:

Caution: Removing paper while the setting material is still in
a semi-fresh/flexible state allows for necessary adjustments and
reassures dye lot color consistency. Waiting to remove the
paper until the next day prohibits making desired adjustments.




